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Specifications:

Ring / Message Indication Lamp

Base Stand Adjustable for 2 Angles

6 Feature Keys - 4 are Dual Colour

12 Dual Colour DSS Keys

¢ 8 Function Keys

e Speakerphone

o Handsfree

¢ Headset Jack

o Adjustable Volume Level for Handset /
Speaker / Ringer

¢ 8 Ringer Frequencies and 8 Ring Tones

Key System Features:

e Account Code Capability

e Answering Machine Emulation

e Automatic Answer-Intercom

¢ Auto Attendant with Overflow

¢ Auto Redial

e Busy Lamp Field

e Barge-in

e Calendar and Real Time Clock

e Call Forward — Busy/No Answer/All calls
e Call Transfer
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e Camp On

e CLI on Both External and Internal

e Conference

 Music On Hold — Recordable Dimension (L X W X H)............. 230 x 185 x 165 (high) / 150 (low) mm

e Paging Internal and Meet me WEIGNE: L. 9609

e Pause Body Material: ............cooviiiiiiii ABS

e Pick Up Groups E:Aolour.: ..................................................................... d...Cll(harcoa}:
. OUNEING: vttt ettt et e et e e e ee s on desk or wal

* Power Fail Transfer Max / Min. Temperature (operating):..........cccevveeernneennnn. 0°to 35°C

e Programmable DSS keys Max / Min. Temperature (Storage):..........cc.coeeeveeveeeeveenns -30° to 66° C

¢ Single Digit Dialing HUMIDIY: oo e, 10% to 95% relative

¢ Station Group Assignment Max. Loop Resistance/Impedance............. <40 Ohms 26 AWG/200m
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